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novista riser door system

Fire Performance
The Novista Riser doorsets have been successfully 

tested to FD30 and FD60 by Chiltern International. 

The certification for the doorsets covers single and 

double configuration using both a standard hinge and 

a concealed 3D adjustable type.

The maximum size of door covered by the FD30 

assessments is 2500mm high and 1000mm wide for a 

single doorset and 2500mm high and 2000mm wide 

for a double

The maximum size of door covered by the FD60 

assessments is 2200mm high and 930mm wide for a 

single doorset and 2200mm high and 1860mm wide 

for a double

Acoustic Performance 
The non-fire rated, FD30 and FD60 doorsets have acheived an acustic 

rating of 32dB.

Seals
Fire - The door leafs for the FD30 and FD60 doorsets are supplied with pre-

installed intumescent strips on all three sides for the three sided system and 

on all four sides for the four sided one.

Acoustic - The Novista Riser doorset system has smoke / acoustic seal 

that runs continuously around the frame and the door leaf closes on to this 

which creates an excellent seal. 

Double doorsets also have a fin seal at the centre which is incorporated into 

the fire seal.

The acoustic rated doorsets with a three sided frame also have an automatic 

drop seal fitted into the bottom of the door leaf.

FD30
APPROVED
30 MINUTES
FIRE RATING

FD60
APPROVED
60 MINUTES
FIRE RATING

APPROVED
A C O U S T I C
REDUCTION

Der Name Novista ist abgeleitet 
vom Italienischen ”no vista“, das 
perfekt die Haupteigenschaft der 
Zarge beschreibt. Die Zarge ist  
in die Wand eingefügt und somit  
unsichtbar. Die Novista-Stahlzarge 
ist für eine breite Palette von 
Anwendungen geeignet und ist 
Brandschutz zertifiziert. 

TECHNISCHE DETAILS
> Material: verzinkter Stahl
> Geeignet für Einzel- oder doppelflügelige Türen
> �Erhältlich als dreiseitige oder vierseitige Stahlzarge
> �Versteckte Bandtypen
> �Einfache Installation in wenigen Minuten

AUSFÜHRUNG
> Verschweißt oder als Stecksystem
> Schnelle Montage
> Standardmaße & individuelle Maßanfertigungen

INSTALLATION
> Keine Vorkenntnisse nötig
> Kein Bohren und Schneiden notwendig
> Einfaches effizientes Verbindungssystem

SICHERHEIT
> Brandschutz zertifiziert: �BS EN 1634-1:2014 

BS EN 1363-1:2012

3-seitig 4-seitig 
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